
High-Voltage Lithium Battery

      Solutions in UPS Field

Committed to providing 

safe,  stable,  cost-effect ive green energy products



High-Voltage Lithium Battery System

Modular design, standardized production, 
strong commonality, easy installation, 
operation and maintenance.

Using lithium iron phosphate cell, low internal 
resistance, high rate, high safety,long life. 

High consistency of internal resistance,
voltage and capacity of single cell.

Three-level BMS can realize all-round monitoring and 
management in the system.

Intelligent system, low loss, high conversion 
efficiency, strong stability, reliable operation.

Support fast charging and discharging.

Using high-end battery cell with long cycle life and 
lifetime,the comprehensive operation cost is low. 

Visual LCD display allows you to set operating
parameters, view real-time data and operating
status, and accurately diagnose operating faults. 

Supports communication such as CAN2.0 and RS485, 
which can be used in various scenarios.  

LCD



Battery pack

Battery pack modle

Serial/Parallel

Battery pack dimension

Battery pack weight

Number of Battery packs

Battery type

System parameters

Rated voltage

Working voltage range

Charge voltage

Floating charge voltage

Cut-off discharge voltage

Rated capacity

Energy

Rated charge current

Peak charge current

Rated discharge current

Charge temperature

Discharge temperature

Optimum temperature

Cooling method

Relative humidity

Altitude

Warranty

Communication interfaces

Protection

Display

Design lifetime

Certification

Dimension（L*W*H）

Weight

48V50Ah

15S1P

482.6*450*130MM

About 25KG

2PCS

LiFePO4

50Ah

4.8KWh

25A

50A

50A

560*600*800MM

About 110KG

48V100Ah

15S1P

482.6*450*130MM

About 38KG

2PCS

LiFePO4

100Ah

9.6KWh

50A

100A

100A

560*600*800MM

About 130KG

48V300Ah

15S1P

482.6*600*130MM

About 85KG

2PCS

LiFePO4

300Ah

28.8KWh

150A

300A

300A

560*750*970MM

About 250KG

48V200Ah

15S2P

482.6*600*130MM

About 70KG

2PCS

LiFePO4

200Ah

19.2KWh

100A

200A

200A

560*750*970MM

About 200KG

Product model 096050 096100 096200 096300

System demo

0-55℃

-10-55℃

15-25℃

Natural cooling

5%-95%

≤2000M

2-3 years

CAN2.0/RS485/Dry

Over temperature, over current, over voltage, insulation and other multiple protection

LCD

≥10 years

UN38.3/UL1973/IEC62619

96V

69-109.5V

103.5-103.5V

100.5-102V

87-91.5V(set value)

96V Series



Battery pack

Battery pack modle

Serial/Parallel

Battery pack dimension

Battery pack weight

Number of Battery packs

Battery type

System parameters

Rated voltage

Working voltage range

Charge voltage

Floating charge voltage

Cut-off discharge voltage

Rated capacity

Energy

Rated charge current

Peak charge current

Rated discharge current

Charge temperature

Discharge temperature

Optimum temperature

Cooling method

Relative humidity

Altitude

Warranty

Communication interfaces

Protection

Display

Design lifetime

Certification

Dimension（L*W*H）

Weight

48V50Ah

15S1P

482.6*450*130MM

About 25KG

4PCS

LiFePO4

50Ah

9.6KWh

25A

50A

50A

560*600*1150MM

About 170KG

48V100Ah

15S1P

482.6*450*130MM

About 38KG

4PCS

LiFePO4

100Ah

19.2KWh

50A

100A

100A

560*600*1150MM

About 210KG

48V300Ah

15S1P

482.6*600*130MM

About 85KG

4PCS

LiFePO4

300Ah

57.6KWh

150A

300A

300A

560*750*1400MM

About 410KG

48V200Ah

15S2P

482.6*600*130MM

About 70KG

4PCS

LiFePO4

200Ah

38.4KWh

100A

200A

200A

560*750*1400MM

About 340KG

Product model 192050 192100 192200 192300

System demo

0-55℃

-10-55℃

15-25℃

Natural cooling

5%-95%

≤2000M

2-3 years

CAN2.0/RS485/Dry

Over temperature, over current, over voltage, insulation and other multiple protection

LCD

≥10 years

UN38.3/UL1973/IEC62619

192V

138-219V

207-213V

201-204V

174-183V(set value)

192V Series



Battery pack

Battery pack modle

Serial/Parallel

Battery pack dimension

Battery pack weight

Number of Battery packs

Battery type

System parameters

Rated voltage

Working voltage range

Charge voltage

Floating charge voltage

Cut-off discharge voltage

Rated capacity

Energy

Rated charge current

Peak charge current

Rated discharge current

Charge temperature

Discharge temperature

Optimum temperature

Cooling method

Relative humidity

Altitude

Warranty

Communication interfaces

Protection

Display

Design lifetime

Certification

Dimension（L*W*H）

Weight

48V50Ah

15S1P

482.6*450*130MM

About 25KG

5PCS

LiFePO4

50Ah

12KWh

25A

50A

50A

560*600*1330MM

About 200KG

48V100Ah

15S1P

482.6*450*130MM

About 38KG

5PCS

LiFePO4

100Ah

24KWh

50A

100A

100A

560*600*1330MM

About 250KG

48V300Ah

15S1P

482.6*600*130MM

About 85KG

5PCS

LiFePO4

300Ah

72KWh

150A

300A

300A

560*750*1667MM

About 500KG

48V200Ah

15S2P

482.6*600*130MM

About 70KG

5PCS

LiFePO4

200Ah

48KWh

100A

200A

200A

560*750*1667MM

About 380KG

Product model 240050 240100 240200 240300

System demo

0-55℃

-10-55℃

15-25℃

Natural cooling

5%-95%

≤2000M

2-3 years

CAN2.0/RS485/Dry

Over temperature, over current, over voltage, insulation and other multiple protection

LCD

≥10 years

UN38.3/UL1973/IEC62619

240V

172.5-273.75V

258.75-266.25V

251.25-255V

217.5-228.75V(set value)

240V Series



Battery pack

Battery pack modle

Serial/Parallel

Battery pack dimension

Battery pack weight

Number of Battery packs

Battery type

System parameters

Rated voltage

Working voltage range

Charge voltage

Floating charge voltage

Cut-off discharge voltage

Rated capacity

Energy

Rated charge current

Peak charge current

Rated discharge current

Charge temperature

Discharge temperature

Optimum temperature

Cooling method

Relative humidity

Altitude

Warranty

Communication interfaces

Protection

Display

Design lifetime

Certification

Dimension（L*W*H）

Weight

48V100Ah

15S1P

482.6*450*130MM

About 38KG

8PCS

LiFePO4

100Ah

38.4KWh

50A

100A

100A

560*600*1800MM

About 400KG

48V300Ah

15S1P

482.6*600*130MM

About 85KG

8PCS

LiFePO4

300Ah

115.2KWh

150A

300A

300A

1100*750*1550MM

About 820KG

48V200Ah

15S2P

482.6*600*130MM

About 70KG

8PCS

LiFePO4

200Ah

76.8KWh

100A

200A

200A

1100*750*1550MM

About 680KG

Product model 384050 384100 384200 384300

System demo

0-55℃

-10-55℃

15-25℃

Natural cooling

5%-95%

≤2000M

2-3 years

CAN2.0/RS485/Dry

Over temperature, over current, over voltage, insulation and other multiple protection

LCD

≥10 years

UN38.3/UL1973/IEC62619

384V

276-438V

414-426V

402-408V

348-366V(set value)

384V Series

48V50Ah

15S1P

482.6*450*130MM

About 25KG

8PCS

LiFePO4

50Ah

19.2KWh

25A

50A

50A

560*600*1800MM

About 330KG



Battery pack

Battery pack modle

Serial/Parallel

Battery pack dimension

Battery pack weight

Number of Battery packs

Battery type

System parameters

Rated voltage

Working voltage range

Charge voltage

Floating charge voltage

Cut-off discharge voltage

Rated capacity

Energy

Rated charge current

Peak charge current

Rated discharge current

Charge temperature

Discharge temperature

Optimum temperature

Cooling method

Relative humidity

Altitude

Warranty

Communication interfaces

Protection

Display

Design lifetime

Certification

Dimension（L*W*H）

Weight

48V50Ah

15S1P

482.6*450*130MM

About 25KG

10PCS

LiFePO4

50Ah

24KWh

25A

50A

50A

1100*600*1330MM

About 400KG

48V100Ah

15S1P

482.6*450*130MM

About 38KG

10PCS

LiFePO4

100Ah

48KWh

50A

100A

100A

1100*600*1330MM

About 500KG

48V300Ah

15S1P

482.6*600*130MM

About 85KG

10PCS

LiFePO4

300Ah

144KWh

150A

300A

300A

1100*750*1667MM

About 1600KG

48V200Ah

15S2P

482.6*600*130MM

About 70KG

10PCS

LiFePO4

200Ah

96KWh

100A

200A

200A

1100*750*1667MM

About 1250KG

Product model 480050 480100 480200 480300

System demo

0-55℃

-10-55℃

15-25℃

Natural cooling

5%-95%

≤2000M

2-3 years

CAN2.0/RS485/Dry

Over temperature, over current, over voltage, insulation and other multiple protection

LCD

≥10 years

UN38.3/UL1973/IEC62619

480V

345-547.5V

517.5-532.5V

502.5-510V

435-457.5V(set value)

480V Series


